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OUR MODEL DR-202-GAL Date 2022/12/7
OUR P/N - Rev. 1.0
1. Scope

2. Name and Model
Customer Model Name -
Model Name - DR-202-GAL
Cell Type - NCR 18650GA
Cell Configuration - 3S-3P
3. Product Specification
No Item Rate performance Remark
1 |Typical capacity 9200 mAh Discharge at 3.45A until cell voltage under 2.8V
2 |Normal voltage 10.8 V
3 |Charge voltage 126V
4 [Continuous charge current 5 A
5 [Continuous discharge current 10 A Max continuous Power £ 100W at 50°C
6 [Maximum peak discharge current 16 A
7 |Suggest system cutoff voltage %
8 |Operation temperature Dcisi?ll zi?qe -?O ~4§O QC
0 |Storage temperature 0~40°C Storage less than 3 months
10 | Shipping capacity 20~30%
Power consumption If the battery need to storage in the long term, please
1 normal mode| Average = 800 ¢ A |charge the battery once time between half year, that can
sleep mode =300 A above the battery over discharge by itself, it will keep
shutdown mode =1uA the battery more healthy.
4. Protection Function of Protect IC(Ta =25 °C)
Function item Control function and operation Remark
Over charge detection voltage 425001V
Over charge delay time 1~3 Sec
Over charge release voltage 41101V
Over discharge detection voltage 28 0.1V
Over discharge delay time 2~4 Sec
Over discharge release voltage 3201V
Over charge prohibition current 6F0.5A
Over charge prohibition delay time 2~4 Sec
Over discharge prohibition current 1 1620.5A
Over discharge prohibition 1% delay time 4~T Sec
Over discharge prohibition current 2™ 1820.5A
Over discharge prohibition 2™ delav time 2~4 Sec
Hardware discharge prohibition current 29T1A
Over discharge prohibition 2™ delav time 4~T mSec
Short protection delay time 122 %300 uSec
Over temperature of charge 55+3°C
Delay of charge over temperature 2~4 Sec
Release temperature of charge 50+3°C
Over temperature of discharge 65+3°C

This specification shall be applied to the lithium battery to be supplied by Japone. The battery pack is use for Tablet Products




Delay of discharge over temperature 2~4 Sec

Release temperature of discharge 6013 °C
Under temperature of charge 0+3°C
Delay of charge under temperature 2~4 Sec
Release temperature of charge 5+3°C
Under temperature of discharge -10+3°C
Delay of discharge under temperature 2~4 Sec
Release temperature of discharge -5+3°C

Protection Function of Permanent Fail(Non-recoverable)

Function Item Control Function and Operation Remark

Over charge detection voltage Anyonecell24.4V 15 Sec
) Mosfet Temp =95°C 5 Sec
Over Temperature Protect Cell Temp = 75°C S Sec
FET Failure C-FET cut off & current > 100 mA 10 Sec

D-FET cut off & current >-100 mA

Connect Pin Define

Name Function Remark
1 P+
2 SMBus Clock
3 SMBus Data
4 ID 390() connect to P-
5 P-

Handling Warning

The battery used in this device may present a risk of fire or chemical burn if misteated. Do not disassemble heat above 60°C,

Crush or puncture short circuit external contacts, or dispose in fire or water.

AR LA MBI F T AR IS B K BB IR E B E A - ZE IR FERIRE B0 ~ WRER ~ FIZEEEMAH ~ SRS ~ &
ATKHFFOK I -

Storage Condition

In case of long storage less than 1 month, store the battry at temperature range -20 ~ +50, low humidity(less than 70%RH).
IR —E H - R RE-20 ~ S0/ » JBE<70% -

In case of long storage less than 3 months, store the battry at temperature range 0 ~ +40, low humidity(less than 70%RH).
AR REHEN = H - B ERE0 ~ 40/ - JRE<T70% °

In case of long storage more than 3 months, store the battry at temperature range 0 ~ +20, low humidity(less than 70%RH).

AR SN =8 A - SR EERE0 ~ 20/F » JBRE<T0% -

Disposal Consideration

Recommended methods for safe and environmentally preferred disposal : Product (waste from residues) Do not throw out a used
battery cell. Recycle it through the recycling company. Contaminated packaging Neither a container nor packing is contaminated
during normal use. When internal materials leaked from a battery cell contaminates, dispose as industrial wastes subject to special
control.
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RIEAF
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LI-ION RECHARGEABLE BATTERY PACK
MODEL: DR-202-GAL DC 10.8V 9200mAh 99.36Wh

Japone Technology Inc.  2F, No.258, Xingzhong Rd., Tamsui Dist., New Taipei City, 25169 Taiwan Made in Taiwan 3INR19/66-3
CAUTION!
When damaged, replace only with the same or equivalent type of battery pack recommended by the manufacturer.
Do not attempt to open. Danger of explosion if battery is incorrectly placed near heat source or immerse in liquid.
Any misuse of battery pack could cause fire, explosion and personal injury.
ATTENTION

Maintenez la batterie éloignée de toute flamme. Evitez de la mettreen court-circuit.
N'essayez jamais de démonter la batterie. Utilisezles chargeurs prévus pour charger la batterie.

Risque d'explosion si la batterie est remplacée par un type incorrect. @ mG

Eliminez les batteries usagées conformément aux instructions. ”
BE MH45563 m
EhiEgk FEREFRARESNEL N TP
FOARENAR ATERENER, SRR TTHARET C E L@'? "’_.‘; ()
BUOBRATHESERE | BERERAR en O
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REV/] DESCRIPTION ECN NO. DATE DRAWER
B | Modified by Customer Design |EC0606034|06/14/2006| Edsen
A ) 235 C | Add Plating Option /\x1 EC0908043|08/18/2009|  Hyde
Detail A = D | Add Logo Reference Place/o\x3| EC1111001]11/08/2011]  Judy
@Logo Reference Place ‘ 11.00
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o Notes:
s \ 1. Material:
o N\ y o Housing: Thermoplastic UL 94V-0, Black
< (. 4 oo .
= ~L =S Terminal: Copper Alloy
L 0.55 L 2. Finish:
5.00 Typ. ¢ - : A Terminal: Selected Gold or Tin on Contact Area,
‘——l 180 G/F or Tin on Solder Tails, Both over
90.00 - 50u” Min. Nickel Under—plated Overall
: W omw 3. Order Information :
Detail A T SDO-021 05 —10T X
Scale 5:1
T: RoHS (for High Temperature)
Amount of Pins
25.00 7.60 05: 5 Pins
Plating Option
0.90 Typ. 6.50 0: 150 Min. Ni Overal
Ah G/F Overall
3: 5u” Min. Gold on Contact Area.
] IT] /A\Y: 80u” Min. Tin Overall
3
wn o
x o ©
3 = g =
Fam L
P S PR I
¢ 3 ‘ 7.31 o
25.50 = &
> & 8.00
27.00 1
5.00 Typ. ‘ ¢ ‘ 4.50 Typ.
20.00
Recommended P.C.B. Layout
Layout Tolerance = £ 0.05mm
DIMENSION IN mm [inch] FRERRHS R TR T | Te 5.0mm Pitch Battery Conn. %}g
Tolerance unless otherwise specified o Female Type
X. Xt CEN LINK CO., LTD. [oug no. TSDO—02105—10TX Scale: 2.5 : 1
XX+ 038 XX £ § CUSTOMER DRAWING File No. Size: A4
XXX £ 025 XX+ Z | ppprover: Checker: Drawer: Judy Rev: D
XXXX £ 043 | XXXX & 11/08/2011 |Sheet: 1 /1
2 ! 4 \ ! 6 \ 7 WC00-48
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